Click or Scan For Glacier® AR Portfolio and Availability

Shamir Quick Reference Guide

EFFECTIVE DATE: June, 2026

MATERIALS

MVC

-12.25 to +6.50 -13.25 to +7.00 -14.00 to +7.50 -14.75 to +8.75 -14.75 to +8.75 -16.75 to +10.00 -18.75 to +12.00

EVERYDAY

Shamir AUTOGRAPH INTELLIGENCE™**

POWER RANGE

MIN. FH (11mm, 13mm, 15mm, 18mm) CYLINDER to -6.00 to -6.50 to -6.75 to -7.00 to -7.00 to -8.00 to -9.00

ADD Power +0.75 to +3.50
Prism up to 10.00 Diopters in each direction

Shamir AUTOGRAPH® 1I1I****

TREATMENT C,T,RTX,TXPD,S C,T,PTX,TXPN,BZ,S B C,T,B,PTX,TXP,D,BZ,S CTPRTX CTRTX,TXPBZS C,TNPP

POWER RANGE -12.25 to +6.00 -13.25 to +7.00 -14.00 to +6.50 -14.75 to +8.00 -15.00 to +8.00 -16.75 to +9.00 -18.75 to +12.00

MIN. FH (11mm, 13mm, 15mm, 18mm) CYLINDER to -6.00 to -6.50 to -6.75 to -7.00 to -7.00 to -8.00 to -9.00

ADD Power +0.75 to +4.00
Prism up to 10.00 Diopters in each direction

Shamir AUTOGRAPH® I1+*

TREATMENT C,T.PTX,TXP,D,S C,T,PTX,TXP,N,BZ,S B C,T,B,PTX,TXP,D,BZS CTPTX CTRTXTXPBZS C,TNPP

POWER RANGE -12.25 to +6.00 -13.25 to +6.00 -14.00 to +6.50 -14.75 to +6.50 -15.00 to +6.00 -16.75 to +8.25 -18.75 to +12.00

MIN. FH (11mm, 13mm, 15mm, 18mm) CYLINDER to -6.00 to -6.50 to -6.75 to -7.00 to -7.00 to -8.00 to -9.00

R /0D Power +0.75 to +4.00 i TREATMENT | CTRTXTXPDS | CTRTXTXPN,BZS B CTBRATXTXPDBZS CTRTX CTRTXTXPBZS CTNPP

> Prism up to 10.00 Diopters in each direction

®» Shamir INTOUCH™ POWER RANGE -12.25 to +6.00 -13.25 to +6.00 -14.00 to +6.00 -14.75 to +6.00 -15.00 to +6.00 -16.75 to +8.00 -18.75 to +15.50

(%]

g MIN. FH (15mm & 18mm) CYLINDER to -6.00 to -6.50 to -6.75 to -7.00 to -7.00 to -8.00 to -9.00

©  ADD Power +0.75 to +3.50

8 Prism Up to 10.00 Diopters in each direction TREATMENT CTRTX,TXPD,S CTPTXTXPN,BZS B CT,B,PTX,TXPD,BZS CTPTX CTPTXTXPBZS C,T.NPP

& Shamir SPECTRUM+" POWER RANGE -12.25 to +6.00 -13.25 to +6.00 -14.00 to +6.00 -14.75 to +6.00 -15.00 to +6.00 -16.75 to +8.00 -18.75 to +11.50
MIN. FH (14mm, 16mm, & 18mm) CYLINDER to -6.00 to -6.50 to -6.75 to -7.00 to -7.00 to -8.00 to -9.00
ADD Power +0.75 to +3.50

; ) ; - TREATMENT C,T,PTX,TXPD,S CTPTXTXPN,BZ B C,T,B,RTX,TXPD,BZS CT,PTX CTPTXTXPBZS C,TNPP
Prism up to 10.00 Diopters in each direction
Shamir ELEMENT" POWER RANGE -7.00 to +4.00 -13.25 to +6.00 - -10.00 to +6.00 -10.00 to +6.00 -12.50 to +8.00 -
MIN. FH (16mm & 19mm) CYLINDER to -6.00 to -6.50 -- to -7.00 to -7.00 to -8.00 -
ADD Power +0.75 to +3.50
Prism Up to 10.00 Diopters in each direction TREATMENT CTTXPPS CTTX,TXPN,BZS -- CT,B,PTX,TXPBZS CT CT,TXPNG,BZ,S --
Shamir GENESIS HD POWER RANGE -6.00 to +6.00 -6.00 to +6.00 -6.00 to +6.00 -6.00 to +6.00 -6.00 to +6.00 -6.00 to +6.00 -6.00 to +6.00
MIN. FH (16mm) CYLINDER to -4.00 to -4.00 to -4.00 to -4.00 to -4.00 to -4.00 to -4.00
ADD Power +0.75 to +3.50
Pri ) ; - TREATMENT C,T,PTX,TXPD,S CTPTXTXPN,BZ B C,T,B,PTX,TXPNG,D,BZ,S CT,PTX CT,PTX,TXPNG,BZS C,TNPP
rism up to 10.00 Diopters in each direction

Shamir AUTOGRAPH® Il - SV** POWER RANGE -12.00 to +7.25 -14.00 to +8.00 -14.00 to +8.50 -14.00 to +8.75 -14.00 to +8.75 -16.00 to +16.00 -20.00 to +13.50

z . .

O g e oo ror dotais CYLINDER to -6.00 t0 -6.50 to -6.75 to -7.00 to -7.00 to -8.00 to -9.00

%)

; Prism up to 10.00 Diopters in each direction TREATMENT C,T,RTX,TXPD,S C,T,RTX,TXPBZS B C,T,B,P,TX,TXP,D,BZ,S CTPTX C,T,RTX,TXPBZS C,TNPP

] Shamir RELAX" POWER RANGE -14.00 to +6.25 -14.00 to +8.00 -14.00 to +8.50 -14.00 to +8.75 -14.00 to +8.75 -16.75 to +16.00 -20.00 to +13.50

O
MIN. FH (14mm)

z - - - - - - -

= ADD Power +0.50, +0.65, 0.80 CYLINDER to -6.00 to -6.50 to -6.75 to -7.00 to -7.00 to -8.00 to -9.00
Prism up to 10.00 Diopters in each direction TREATMENT C,T,RTX,TXPD,S CTPTXTXPN,BZS B CT,B,PTX,TXPD,BZS CTPTX CTRTX,TXPBZS C,TNPP
Shamir DUO" POWER RANGE -9.00 to +6.00 -13.25 to +6.00 -14.00 to +6.00 -14.75 to +6.00 -15.00 to +6.00 -16.75 to +8.00 -18.75 to +12.00
MIN. FH (15mm) CYLINDER to -6.00 to -6.50 to -6.75 to -7.00 to -7.00 to -8.00 to -9.00
ADD Power +0.75 to +4.00
Prism Up to 10.00 Diopters in each direction TREATMENT CTRTX,TXPD,S CTPTXTXPN,BZS B CT,B,PTX,TXPD,BZS CTPTX CTPTXTXPBZS C,T.NPP

¢ clear Please confirm with your Shamir distributing lab Rx range and index availability as it may differ from above. '
T TRANSITIONS® GEN S™ Shamir Glacier® AR Coatings, Crizal AR Coating, Zeiss AR Coating, Hoya AR Coating, Unity AR Coating and iCoat AR Coating applicable with correct blank.

All Shamir products are available with your lab's in-house AR Coatings. Please check with your lab to determine which specific manufacturer's AR coating is available with the Shamir

lens and material that you are ordering, as a manufacturer may offer more than one AR coating.
Visit VSP website for current VSP codes.

1 Preferred Treatment
referre reatmen i r

* Utilizes As-Worn Technology” (SEE PRODUCT FLYER FOR MORE INFORMATION)
*%* Utilizes As-Worn Quadro”and As-Worn Technology™ (SEE PRODUCT FLYER FOR MORE INFORMATION)
877.514.8330
shamirlens.com

TX TRANSITIONS® XTRACTIVE® New Generation
TXP TRANSITIONS® XTRActive® Polarized™
B BLUTECH (INDOOR & OUTDOOR)
P POLARIZED
D DRIVEWEAR
BZ BLUE ZERO"
5 SUNSYNC®
NuPolar® Polarized

LEGEND

* %% Unique to Computer™ and WorkSpace™ Lenses

*% %% Utilizes As-Worn POV™

/A WARNING: Polycarbonate lenses can expose you to chemicals including Bisphenol A (BPA) and 1.74 index lenses can expose you to Methimazole, which are known to the State of California to
cause birth defects or other reproductive harm. For more information go to: www.P65Warnings.ca.gov.
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EFFECTIVE DATE: June, 2026

MATERIALS

MVC
WORK RO T N e S I T
Shamir COMPUTER" R AL -6.00 to +6.00 -6.00 to +8.00 -6.00 to +8.00 -6.00 to +8.00 -6.00 to +8.00 -8.50 to +8.75
. w
w ;:\;;‘:T;";;Om ER oMM UPPER) CYLINDER to -6.00 to -6.50 to -6.75 to -7.00 to -7.00 to -8.00 -
&  Dynamic Reduction -0.75 to -2.00
B e o0 b ° I TREATMENT CTPTX,TXPS CT,PTX.TXPN,BZS B C.TPTX,TXP,B,BZS CTRTX CTPTX,TXP,BZS -
w rism up to 10.00 Diopters in each direction
o
8 Shamir WORKSPACE" PO AR e -6.00 to +6.00 -6.00 to +8.00 -6.00 to +8.00 -6.00 to +8.00 -6.00 to +8.00 -8.50 to +8.75 -
24 MIN. FH (14 LOWER/10MM UPPER
D 200 por 075 1o msp CYUNDER t0 -6.00 t0 -6.50 to -6.75 to -7.00 to -7.00 to -8.00 -
D ic Reduction -0.75 to -2.50
priom U 16 10,00 Diopters in each direction TREATMENT CTRTXTXPS CTPTXTXPNBZS B CTPTXTXPB,BZS CTRTX CTPTXTXPBZS -
MATERIALS
MVC
DRIVE crear ron wase e e T N e T AT N
Driver Intelligence™ DAY POWER RANGE -10.00 to +6.00 -14.75 to +6.00 -16.75 to +6.00
w MIN. FH (18MM)
= ADD power +0.75 to +3.50 MAX CYLINDER - -6.50 -- -7.00 -- -8.00 -
(%2}
m Prism up to 10.00 Diopters per quadrant TREATMENT - C,P',BZTTX - C,P'BZTTX - C,P'BZTTX -
o . . ,.
®  Driver Intelligence” NIGHT POWER RANGE -- -10.00 to +6.00 -- -14.75 to +6.00 -- -16.75 to +6.00 --
o MIN. FH (18MM)
&  apD power +0.75 to +3.50 MAX CYLINDER - -6.50 - -7.00 - -8.00 -
Prism up to 10.00 Diopters in each direction TREATMENT - C'PBZTTX -- C'PBZTTX - C'PBZTTX -
Driver Intelligence” DAY - SV POWER RANGE - -12.00 to +6.00 - -14.00 to +6.00 - -16.00 to +6.00 --
Z  Fitting height needed
8 Referegnce S% White Paper for details MAX CYLINDER - -6.50 - -7.00 T -8.00 -
; Prism up to 10.00 Diopters in each direction TREATMENT — C,P',BZT,TX —_— C,P',BZT,TX — C,P',BZT,TX -
w
3 Driver Intelligence” NIGHT - SV**** POWER RANGE -- -12.00 to +6.00 -- -14.00 to +6.00 -- -16.00 to +6.00 --
z Fitting height needed
@ Referegnce S% White Paper for details MAX CYLINDER - -6.50 - -7.00 - -8.00 -
Prism up to 10.00 Diopters in each direction TREATMENT - C'PBZTTX - C'PBZTTX - C'PBZTTX --
Please confirm with your Shamir distributing lab Rx range and index availability as it may differ from above.
o BRI y g g y y
= TRANSITIONS® GEN ™ Shamir Glacier® AR Coatings, Crizal AR Coating, Zeiss AR Coating, Hoya AR Coating, Unity AR Coating and iCoat AR Coating applicable with correct blank.
w 5 ° N All Shamir products are available with your lab's in-house AR Coatings. Please check with your lab to determine which specific manufacturer's AR coating is available with the Shamir
[GRN X TRANSITIONS® XTRACTIVE® New Generation g i i doring. f T - R eoating
5 TXP TRANSITIONS® XTRActive® Polarized™ \2!;5t ?/I’SVP C;Iglbesr‘lti }oséigéggevgg Ceggvgsvas a manufacturer may offer more than one AR coating.
8 BLUTECH (INDOOR & OUTDOOR) 1 Breferred Treatment
; ;;L:ERIWZ:ADR * Utilizes As-Worn Technology” (SEE PRODUCT FLYER FOR MORE INFORMATION) e
B2 BLUE ZERO" *% Utilizes As-Worn Quadro”and As-Worn Technology™ (SEE PRODUCT FLYER FOR MORE INFORMATION) s q m I r
S SUNSYNC® *kk Unic!\-Je to Computer™ a_nd WorkSpace™ Lenses 877.514.8330
NUPolar® Polarized *% %% Utilizes As-Worn POV . .
/\ WARNING: Polycarbonate lenses can expose you to chemicals including Bisphenol A (BPA) and 1.74 index lenses can expose you to Methimazole, which are known to the State of California to S h am | r | ens.com

cause birth defects or other reproductive harm. For more information go to: www.P65Warnings.ca.gov.
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PLAY GREAT FOR WRAP FRAMES

Shamir SUN INTELLIGENCE™

MIN. FH (15mm & 18mm)

ADD Power +0.75 to +3.50
Prism up to 10.00 Diopters in each direction

Shamir ATTITUDE?® Il - FASHION**

w
> MIN. FH (15mm, & 18mm)
3 ADD Power +0.75 to +3.50
w Prism up to 10.00 Diopters in each direction
o .
® Shamir ATTITUDE® Ill - SPORT**
o
g MIN. FH (18mm)
ADD Power +0.75 to +3.50
Prism up to 10.00 Diopters in each direction
Shamir GOLF™
MIN. FH (19mm)
ADD Power +1.00 to +3.50
Prism up to 10.00 Diopters in each direction
Shamir SUN INTELLIGENCE™- SV
FITTING HEIGHT NEEDED (6mm)
=
3 o Prism up to 10.00 Diopters in each direction
%) )
5 S Shamir ATTITUDE® lIl - SV**
Fitting height needed
Reference SV White Paper for details
Prism up to 10.00 Diopters in each direction
C  CLEAR
T TRANSITIONS® GEN S™

TX TRANSITIONS® XTRACTIVE® New Generation

BZ BLUE ZERO"

P TRANSITIONS® XTRActive® Polarized™
BLUTECH (INDOOR & OUTDOOR)
POLARIZED
DRIVEWEAR

SUNSYNC®
NuPolar® Polarized

1 preferred Treatment

* Utilizes As-Worn Technology” (SEE PRODUCT FLYER FOR MORE INFORMATION)
*%* Utilizes As-Worn Quadro”and As-Worn Technology™ (SEE PRODUCT FLYER FOR MORE INFORMATION)
* %% Unique to Computer™ and WorkSpace™ Lenses
*% %% Utilizes As-Worn POV™
/\ WARNING: Polycarbonate lenses can expose you to chemicals including Bisphenol A (BPA) and 1.74 index lenses can expose you to Methimazole, which are known to the State of California to
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MATERIALS

Click or Scan For Glacier® AR Portfolio and Availability

MVC

-12.25 to +6.00
to -6.00
CT,RTX,TXPD,S
-6.50 to +5.25
to -6.00
CTPTX,TXPD,S
-6.50 to +5.25
to -6.00
CTPTX,TXPD,S

-14.00 to +6.00
to -6.00
C,T,RTX,TXPD,S
-6.50 to +6.00
to -6.00

CT,PTX,TXPD,S

-13.25 to +6.00
to -6.50
CT,RTX,TXPN,BZ,S
-6.50 to +6.00
to -6.50
CT,PTX,TXPN,BZS
-6.50 to +6.00
to -6.50
CTPTX,TXPN,BZS
-5.00 to +4.00
to -6.50
CT,RTX,TXPN,BZ,S
-14.00 to +6.00
to -6.50
CT,PTX,TXPN,BZS
-6.50 to +6.00
to -6.50

CT,RPTX,TXPN,BZ,S

cause birth defects or other reproductive harm. For more information go to: www.P65Warnings.ca.gov.

-6.50 to +6.00
to -6.75
B
-6.50 to +6.00
to -6.75
B
-5.50 to +5.25

to -6.75

-6.50 to +6.00
to -6.75

B

-14.75 to +6.00
to -7.00
CT.B.PTXTXPDBZS
-6.50 to +6.00
to -7.00
CT,B,PTX,TXPD,BZS
-6.50 to +6.00
to -7.00
CTBPTXTXPD,BZS
-6.00 to +5.25
to -7.00
CT,B,PTX,TXP,D,BZS
-14.00 to +6.00
to -7.00
CT,B,PTX,TXP,D,BZS
-6.50 to +6.00
to -7.00

CT,B,PTX,TXPD,BZS

Please confirm with your Shamir distributing lab Rx range and index availability as it may differ from above.
Shamir Glacier® AR Coatings, Crizal AR Coating, Zeiss AR Coating, Hoya AR Coating, Unity AR Coating and iCoat AR Coating applicable with correct blank.

All Shamir products are available with your lab's in-house AR Coatings. Please check with your lab to determine which specific manufacturer's AR coating is available with the Shamir
lens and material that you are ordering, as a manufacturer may offer more than one AR coating.
Visit VSP website for current VSP codes.

-14.75 to +6.00
to -7.00
CTPTX

-6.50 to +6.00
to -7.00
CTPTX

-6.50 to +6.00
to -7.00
CTPRTX

-6.00 to +5.25
to -7.00
CTPTX

-14.00 to +6.00
to -7.00
CTPRTX

-6.50 to +6.00
to -7.00

CTPTX

-16.75 to +6.00
to -8.00
CT,PTX,TXP,BZS
-6.50 to +6.00
to -8.00
CTPTXTXPBZS
-6.50 to +6.00
to -8.00
CTPTXTXPBZS

-16.00 to +6.00
to -8.00
CTPTXTXPBZS
-6.50 to +6.00
to -8.00

CT,PTX,TXP,BZS

shamir

877.514.8330
shamirlens.com



